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PS-6 Specifications
■	Nominal Input Level -20 dBu ■	Input Impedance 1 MΩ ■	Nominal Output Level -20 dBu ■	Output 
Impedance 1 kΩ ■	Recommended Load Impedance 10 kΩ or greater ■	Power Supply DC 9 V; Carbon-zinc 
battery (9 V, 6F22) / Alkaline battery (9 V, 6LR61), AC Adaptor (PSA series: optional) ■	Current Draw 45 mA 
(DC 9V) * Expected battery life under continuous use: Carbon: 2 hours, Alkaline: 8 hours (These figures 

will vary depending on the actual conditions of use. ■	Dimensions 73 (W) x 129 (D) x 59 (H) mm / 2-7/8 (W) 
x 5-1/8 (D) x 2-3/8 (H) inches ■	Weight 440 g /1 lb (including Battery) ■	Accessories Owner’s Manual, 
Alkaline battery (9 V, 6LR61) ■	Options AC Adaptor (PSA series)

* 0 dBu= 0.775 Vrms
* The specifications are subject to change without notice.

ST-2 Specifications
■	Nominal Input Level -20 dBu ■	Input Impedance 1 MΩ ■	Nominal Output Level -20 dBu ■	Output 
Impedance 1 kΩ ■	Recommended Load Impedance 10 kΩ or greater ■	Power Supply DC 9 V: Carbon-zinc 
battery (9 V, 6F22) / Alkaline battery (9 V, 6LR61), AC Adaptor (PSA series: optional) ■	Current Draw 36 mA 
(DC 9 V) * Expected battery life under continuous use: Carbon: 3 hours, Alkaline: 10 hours (These figures 

will vary depending on the actual conditions of use.) ■	Dimensions 73 (W) x 129 (D) x 59 (H) mm / 
2-7/8 (W) x 5-1/8 (D) x 2-3/8 (H) inches ■	Weight 440 g / 1 lb (including battery) ■	Accessories Owner’s 
Manual, Alkaline battery (9 V, 6LR61) ■	Option AC adaptor (PSA series)

* 0 dBu = 0.775 Vrms
* The specifications are subject to change without notice.
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From fat crunch to ultra high-gain distortion, the ST-2 Power Stack delivers famous BOSS 
distortion with a stunning amount of power that’s akin to coveted tube amps and professional 
amp stacks. The SOUND knob simultaneously blends gain amount and sound character, 
so you can quickly dial up anything from vintage crunch and punchy drive to full-assault 
distortion. To add further detail to your tone, simply tweak the onboard two-band EQ to 
taste. The ST-2 is one very unique distortion pedal, calling on BOSS’ years of amp-
modeling research to bring you real stack sounds in a compact stompbox.  

Meet the new BOSS harmonist, with four intelligent pitch-shift effects and three-voice harmony in one convenient 
unit. Among the effect modes are Harmony, Pitch Shifter, and Detune, plus the all-new Super Bend for authentic 
pedal-bending effects and wild three- and four-octave pitch sweeps. You can even control pitch with an optional 
expression pedal. The harmony function is fast and simple to use, and supports a variety of interval patterns. It’s 
easy to create rich, three-voice harmony: choose a major or minor key, and set SHIFT to 3-VOICE that’s it! The PS-6 
Harmonist is an unbeatable combination of superior sound quality, ease of use, and powerful pitch effects, all under 
one hood.

Authentic Amp Stack Sounds from a Stompbox Four Intelligent Pitch Effects in a Stompbox

ST-2 Power Stack PS-6 Harmonist

t 	Original distortion sound reminiscent of tube-based stack amplifiers

t 	Provides a wide range of tones, from vintage crunch to ultra high-gain
 modern distortion

t 	Faithful and accurate response to picking nuances and volume changes

t 	SOUND Knob controls both gain level and sound character

t 	Two-band EQ with dedicated BASS and TREBLE knobs

t 	Road-tough BOSS construction

Punchy & Driven

Fat Crunch Ultra Gain

The ST-2's SOUND knob allows you to 
dial up multiple types of distortion tones 
with a single control
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PSA series (sold separately)
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Parameters availablet 	Four effect modes in one stompbox: Harmony, Pitch
 Shifter, Detune, and S-BEND (Super Bend)

t 	Easily create two- or three-voice harmonies with selectable
 key and voicing

t 	High-quality pitch shifting

t 	Three-voice Detune capability

t 	Super Bend provides up to four octaves of extreme pitch
 bending

t 	Control pitch via an expression pedal (optional BOSS 
 FV-500L/H or Roland EV-5) 


